226 Thick Bed Mortar

**Uses**
- Designed for interior and exterior applications
- Used for preparing conventional thick cement mortar beds, cement plasters and concrete repairs
- Designed for use with 3701 Mortar Admix to produce a latex Portland cement adhesive that has exceptional strength

**Suitable Substrates**
- Concrete
- Ceramic tile and stones
- Concrete masonry
- Brick masonry
- Exterior grade plywood*
- Cement mortar beds
- Cement backer board**
- Cement plaster
- Cement terrazzo

**Packaging**
- 20 kg bag; 56 bags per pallet

**Available Colour**
- Grey

**Features**
- Premixed
- Safe
- Economical
- Easy to use
- Versatile
- High strength formula

**Benefits**
- No jobsite blending of sand and cement required.
- Non-flammable; safe to store and mix.
- Saves time and money.
- No special tools required.
- Formulated for use in wet and dry areas, walls, floors and ceilings in interior and exterior applications.
- “Extra Heavy Service” rating per TCNA performance levels.

For the latest information on the features and use of this product, consult the product Data Sheet on our website at www.laticrete.com.au

* For interior only, over cleavage membranes with wire reinforcing. ** Consult cement backer board manufacturer for specific installation recommendations and to verify acceptability for exterior use.