PRIME-N-BOND

Primer designed to enhance the bond of adhesives to many smooth and non-absorptive substrates that can be difficult to bond to.

**FEATURES** | **BENEFITS**
---|---
Low VOC | Low odour, Ideal for interior and occupied areas
Multi-purpose | Can be used on a wide range of substrates
One component | Ready to use, no mixing required
Fast to install | Single coat application, apply with roller or brush.
Multi-purpose | Can be used on a wide range of substrates
Formulated with aggregate | Enhanced mechanical bond of adhesives so a variety of smooth or low-absorptive substrates

**Suitable Substrates**
- Steel Troweled Concrete
- Glass Tile
- Quarry Tile
- Cement/Epoxy Terrazzo
- Cement-Based Agglomerates
- Glazed Cement Masonry Units
- Floor Covering Adhesive and Polyurethane Adhesive residue
- Porcelain & Ceramic tiles with Glazed or Smooth surfaces
- Well-Bonded Curback Adhesive
- Exterior Glue Plywood
- Natural Stone
- Vinyl Flooring
- VCT
- Plastic Laminate Countertops
- Resin-Backed Tile and Stone*
- Agglomerate Marble
- Ceramic Tile
- Concrete smooth and non-absorbent
- Concrete with up to 20% fly ash
- Dry shake hardener
- Epoxy Coating
- Epoxy Flooring (Poured)
- Moisture Barrier (Sheet Goods)
- Non-porous Concrete
- Radiant-heated floors
- Rigid Fiberglass panels

*Interior and light commercial applications only in accordance with ASTM C627. Not for use in wet areas.

**Packaging**
5 Litre Pails.

**Coverage**
5 Litre Pail: 18m² — 37m² (Varies depending on substrate)