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CEMENTITIOUS
FLOORING SYSTEM  
FOR NATURAL, 
POLISHED & 
TERRAZZO EFFECTS...

FORMERLY 
KNOWN AS 
DRYTEK 9400LEVEL DL PLUS is a premium quality self-leveling, fast-drying, wear surface topping. 

It makes the designers choice for attractive finished floors when polished integrally 
tinted or topically stained applications.  Superior abrasion resistance makes it perfect for 
multiple environments such as offices, retail, and commercial areas. Can be placed from 
3 to 12 mm per lift.

FEATURES/BENEFITS: 
  ■ Fast Drying

  ■ Superior abuse and abrasion resistance

  ■ Long heal times for extended workability

  ■ Pumpable, free-flowing; eliminates sanding and troweling

PACKAGING: 
20 kg bag ; 72 bags per pallet 

MIXING & COVERAGE: 
Mix approximately 4.4 L - 4.6 L of water per (20 Kg) bag

Approximate Coverage* Per 20 Kg Pail

Thickness Sqm.

3 mm 3.68
12 mm 0.87

Colors : White, Grey, 
Off-white, Coffee, and 
Beige.
Can mix with suitable 
aggregates for 
decorative terrazzo 
finishes.

*Coverage is only an estimate and may vary depending on the amountof 
water, mixing equipment, temperature and field conditions.


