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LATICRETE Introduces the Industry’s First Superior-Performance Lightweight Adhesive Mortar,
Glass Tile Adhesive Lite
Engineered to improve safety on the worksite, its innovative formula contains no respirable crystalline
silica levels that exceed the OSHA action level
February 22, 2021, Bethany, Conn. -- LATICRETE, a leading manufacturer of globally proven construction
solutions for the building industry, has launched Glass Tile Adhesive Lite, a premium adhesive mortar for glass tile
and mosaic tile including submerged applications. With its superior lightweight formula, higher bond strength, long
open time and non-sag performance, Glass Tile Adhesive Lite is easier to transport and easier to handle on the
jobsite. In addition, the formula contains no respirable crystalline silica levels that exceed the OSHA action level*.

“Equally important to its enhanced lightweight and performance features, Glass Tile Adhesive Lite was designed
to make any glass tile project successful,” said Jonathan Scott, LATICRETE Senior Product Manager. “Glass Tile
Adhesive Lite provides a bright white color that doesn't affect the design of clear/translucent tiles, giving artists
and installers a clean canvas to work with. It has a longer open time to improve productivity and is easier to
handle on the jobsite thanks to its lightweight and smooth, non-sanded, easy-trowel formula.”

Enhanced with superior adhesion for all types of glass tile applications indoor and outdoor, including pools, spas,
showers and more, Glass Tile Adhesive Lite meets ANSI A118.15 requirements, the highest standard for polymermodified adhesives.

Offering mosaic artists, architects and glass tile designers freedom to tailor the product to their vision, Glass Tile
Adhesive Lite is tintable and can be mixed with PERMACOLOR® Select color packs for a completely
customizable design solution. Glass Tile Adhesive Lite comes in a 12.5-pound (5.67 kg) plastic bag, offering the
same coverage while half the weight of a traditional adhesive mortar.

For more information, visit laticrete.com.

*OSHA action level set forth in OSHA's Respirable Crystalline Silica (RCS) standard for construction, 29 CFR
1926.1153, as certified by an independent laboratory to be below the OSHA action level for respirable crystalline
silica - see www.laticrete.com/silica
###
About LATICRETE
LATICRETE is a leading manufacturer of globally proven construction solutions for the building industry.
LATICRETE offers a broad range of products and systems covering tile & stone installation and care, masonry
installation and care, resinous and decorative floor finishes, concrete construction chemicals, and concrete
restoration and care including the LATICRETE® SUPERCAP® System. For over 60 years, LATICRETE has been
committed to research and development of innovative installation products, building a reputation for superior quality,
performance and customer service. LATICRETE methods, materials, and technology have been field and laboratory
proven by Architects, Engineers, Contractors and Owners. Offering an array of low VOC and sustainable products,
LATICRETE products contribute to LEED certification, exceed commercial/residential VOC building requirements,
and are backed by the most comprehensive warranties in the industry. For more information, visit laticrete.com.

