Drawing No. ES-B415LD – Bonded (Corner Placement)

Ceramic Tile, Brick or Stone

LATICRETE® SpectraLOCK® PRO Premium Grout; or, LATICRETE PermaColor™ Grout

LATICRETE 254 Platinum

LATICRETE Hydro Ban®

Suitable Backer Board

Steel or Wood Stud

LATICRETE Latasil™

LATICRETE Hydro Ban Linear Drain (Corner placement shown)

PVC Waste Pipe Coupling with Hose Clamps

Concrete

LATICRETE 254 Platinum (Slurry Coat)

LATICRETE 3701 Fortified Mortar Bed – Min. \( \frac{3}{8} \) - 2” (19 - 50mm) Thick

Revision Date: 4/12
Scale: N.T.S.

As a professional courtesy, Laticrete offers technical services free of charge. The user maintains all responsibility for verifying the applicability and suitability of the technical service or information provided.

(C)2013 Laticrete International, Inc. All rights reserved. The right to utilize Laticrete details for commercial purposes is granted exclusively to contractors, architects, quantity surveyors, engineers, and specifications writers. Laticrete (R), Latapoxy (R) are registered trademarks of Laticrete International, Inc. US & foreign. Patent and Trademark Offices.Marca Registrada. All other trademarks are property of their respective companies.