The HYDRO BAN® Shower Pan provides you with the convenience of a smaller, easier to handle, multi-piece, pre-fabricated shower pan for a waterproof shower installation. The HYDRO BAN Shower Pan comes with a piece of HYDRO BAN Sheet Membrane to cover the pan and allows you to waterproof the shower with HYDRO BAN liquid membrane over cement board or with HYDRO BAN Board (both sold separately).

**FEATURES**
- Pre-sloped, ready-to-install (compared to mortar install)
- Combined into an easy-to-order kit
- Multiple installation options
- Works in conjunction with LATICRETE tile and stone installation materials
- Lifetime System Warranty*

**BENEFITS**
- Faster installation, consistent outcome
- All essential items included
- “Do it your way”
- Single source supplier
- Pan, drains, waterproofing, thin-set, grout and sealant

The HYDRO BAN Shower Pan Kit allows you to quickly and easily complete a long-lasting installation without the hassle of determining the essential components required. Each HYDRO BAN Shower Pan Kit includes:

- Pre-sloped shower pan
- Curb to fit longest side of pan
- Adhesive and sealant 10.3 fl. oz. cartridge
- Sheet membrane for walls
- Sheet membrane for pan
- Sealing tape for installation
- 4 inside corners
- 2 outside corners
- 1 pipe seal
- 1 mixing valve seal
- 2 bonding flange drain rings
- Data sheet

### SHOWER KITS
<table>
<thead>
<tr>
<th>Size</th>
<th>CENTER</th>
<th>OFF-CENTER</th>
</tr>
</thead>
<tbody>
<tr>
<td>38&quot;x38&quot;</td>
<td>9243-3838-CDK</td>
<td>9243-3838-COP</td>
</tr>
<tr>
<td>48&quot;x48&quot;</td>
<td>9243-4848-CDK</td>
<td>9243-4848-COP</td>
</tr>
<tr>
<td>72&quot;x72&quot;</td>
<td>9243-7272-CDK</td>
<td>9243-7272-COP</td>
</tr>
<tr>
<td>48&quot;x72&quot;</td>
<td>9243-4872-CDK</td>
<td>9243-4872-COP</td>
</tr>
<tr>
<td>32&quot;x60&quot;</td>
<td>9243-3260-CDK</td>
<td>9243-3260-CDP</td>
</tr>
</tbody>
</table>

### SHOWER PANS
<table>
<thead>
<tr>
<th>Size</th>
<th>CENTER</th>
<th>OFF-CENTER</th>
</tr>
</thead>
<tbody>
<tr>
<td>38&quot;x38&quot;</td>
<td>9243-3838-CDK</td>
<td>9243-3838-COP</td>
</tr>
<tr>
<td>48&quot;x48&quot;</td>
<td>9243-4848-CDK</td>
<td>9243-4848-COP</td>
</tr>
<tr>
<td>72&quot;x72&quot;</td>
<td>9243-7272-CDK</td>
<td>9243-7272-COP</td>
</tr>
<tr>
<td>48&quot;x72&quot;</td>
<td>9243-4872-CDK</td>
<td>9243-4872-COP</td>
</tr>
<tr>
<td>32&quot;x60&quot;</td>
<td>9243-3260-CDK</td>
<td>9243-3260-OCDE</td>
</tr>
</tbody>
</table>

### Suitable Substrates
- Concrete slabs
- Exterior glue plywood
- Cement backer board (Consult cement backer board manufacturer for specific installation recommendations.)
- Oriented strand board (OSB)

### Uses
- Industrial, commercial and residential bathrooms where a pre-sloped shower is required
- Stalled gang showers
- Pet showers

* See Data Sheet 230.99 for complete warranty information.