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STONETECH® Luxury Vinyl & Laminate 
Cleaner

1. PRODUCT NAME
STONETECH® Luxury Vinyl & Laminate Cleaner

2. MANUFACTURER
LATICRETE International, Inc.
1 LATICRETE Park North
Bethany, CT 06524-3423 USA
     Telephone:       +1.203.393.0010, ext. 1235
     Toll Free:  1.800.243.4788, ext. 1235
     Fax:                +1.203.393.1684
     Website:   laticrete.com

3. PRODUCT DESCRIPTION
STONETECH® Luxury Vinyl & Laminate Cleaner is a daily 
cleaner designed to quickly and safely remove tough dirt, 
grease, dust and everyday spills on all vinyl and laminate 
without dulling the surface. Just spray and wipe this easy-
to-use, no-rinse formula for a quick, streak-free, residue-
free and non-dulling clean finish and preserve the beauty 
of your surface.  STONETECH Luxury Vinyl & Laminate 
Cleaner is a neutral pH formula, low in VOC and contains 
no harmful chemicals, making it safe for use around you 
and your home.  Great for use on all luxury vinyl, laminate, 
linoleum and resilient floors and countertops.

Uses
 Countertops
 Floors 
 Hallways

Advantages
 Daily Cleaner - Quickly removes dirt, grease and 

everyday spills 

 No-Rinse Formula - Just spray & wipe
 Streak-Free, Residue-Free, and Non-Dulling
 No Harsh Chemicals - Free of ammonia, parabens, 

phthalates, and more
 Low VOC - Better indoor air quality
 Leaves a clean fresh scent

Suitable Substrates
 Vinyl Flooring
 Luxury Vinyl Plank LVP
 Luxury Vinyl Tile LVT
 Laminate
 Vinyl Or Other Resilient Tile
 Vinyl Tile
 Linoleum

Packaging
US
READY TO USE
 ST552-1202-10: 2oz (59ML) Sample Bottle - 12 / 

case 
 ST552-0624-10: 24oz (709ML) Spray Bottle - 6 / case

Shelf Life
Factory sealed containers of this product are guaranteed 
to be of first quality for two (2) years if stored at 
temperatures <50°F (10°C) and >90°F (32°C).
Cautions
 Consult SDS for more safety information.
 Inhalation: Remove victim to fresh air and keep at rest 

in a position comfortable for breathing. Get medical 
attention if any discomfort continues.

 Skin contact: Wash off with soap and water. Get 
medical attention if symptoms occur.

 Eye contact: Immediately flush eyes with plenty of 
water for at least 15 minutes. Remove contact lenses, 
if present and easy to do. Continue rinsing. Get 
medical attention immediately.

 Ingestion: Rinse mouth. Do not induce vomiting. Get 
medical attention if any discomfort continues.

 
Storage and Handling Instructions: MAY CAUSE EYE 
IRRITATION. Avoid contact with eyes. KEEP OUT OF 
THE REACH OF CHILDREN. Do not freeze or store 
above 100 °F (38 °C). Do not mix with other chemicals. 
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4. TECHNICAL DATA

VOC/LEED Product Information
VOC content:
1.0% Ready-to-use (RTU)

Physical Properties
Form Liquid
Color Colorless
Odor Slight
pH 6-7

Specifications subject to change without notification. 
Results shown are typical but reflect test procedures 
used. Actual field performance will depend on installation 
methods and site conditions.

5. INSTALLATION
Directions:  Read entire label before using. Use only as 
directed.  Be sure surfaces to be cleaned are swept or 
vacuumed to remove loose debris.
1. Spray directly onto surface.
2. Wipe or mop clean with a dry lint-free towel or 

microfiber cloth / bonnet. No need to rinse.
3. For heavily soiled areas, repeat using a nonabrasive 

scrub pad and wipe clean with with a dry lint-free towel 
or microfiber cloth / bonnet.

6. AVAILABILITY AND COST
Availability
LATICRETE materials are available worldwide.

For Distributor Information, Call: 
     Toll Free:          1.800.243.4788 
     Telephone:     +1.203.393.0010
For on-line distributor information, visit LATICRETE at 
laticrete.com

Cost
Contact a LATICRETE Distributor in your area.

7. WARRANTY
See 10. FILING SYSTEM:

9. TECHNICAL SERVICES
Technical Assistance 
Information is available by calling the LATICRETE 
Technical Service Hotline:
     Toll Free:          1.800.243.4788, ext. 1235
     Telephone:     +1.203.393.0010, ext. 1235
     Fax:                +1.203.393.1948

Technical and Safety Literature 
To acquire technical and safety literature, please visit our 
website at laticrete.com.

10. FILING SYSTEM
Additional product information is available on our 
website at laticrete.com. The following is a list of related 
documents:
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