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Flow ESD Dissipative is a 3 components, solvent free, smooth, high gloss anti-static epoxy finish. Its electricity 
resistance meets the requirement of dissipative range in accordance to ASTM F150, etc. 

 

Flow ESD Dissipative 
 

FEATURES/BENEFITS 

 

 

USES 

 

 

 

Á 

Á 

Á 

Á 

Á 

Á 

Á 

Á 

 

MANUFACTURER/ DISTRIBUTED BY 

 

STANDARDS/CERTIFICATIONS 

 Á 

Á 

Á 

Á 

Á 

Á 

 

Á 

Á 

Á 

Á 

Á 

Á 

Á 

Á 

Á 

Á 

 

USES 

 

mailto:enquiry@laticrete.com.sg
http://se.laticrete.com/


 

 

 

DS-FED03-0920 

 

LATICRETE South East Asia Pte Ltd | 38 Sungei Kadut Street 2, Level 2 A3, Singapore 729245 | 65-6515 3028 | 65-6515 3037 | enquiry@laticrete.com.sg 

Copyright 2020 Data Sheets are subject to change without notice. Visit se.laticrete.com 

Á 

Á 

Á 

Á 

Á  

 

   

 

 

Á 

Á 

Á 

Á 

Á 

Á    

Á    

Á  
Á  
 

 

ǎ

Ω
Ω

Ó

 

 

mailto:enquiry@laticrete.com.sg
http://se.laticrete.com/


 

 

 

DS-FED03-0920 

 

LATICRETE South East Asia Pte Ltd | 38 Sungei Kadut Street 2, Level 2 A3, Singapore 729245 | 65-6515 3028 | 65-6515 3037 | enquiry@laticrete.com.sg 

Copyright 2020 Data Sheets are subject to change without notice. Visit se.laticrete.com 

Á 

Á 

Á  
 

 

ʎ

 

mailto:enquiry@laticrete.com.sg
http://se.laticrete.com/


 

 

 

DS-FED03-0920 

 

LATICRETE South East Asia Pte Ltd | 38 Sungei Kadut Street 2, Level 2 A3, Singapore 729245 | 65-6515 3028 | 65-6515 3037 | enquiry@laticrete.com.sg 

Copyright 2020 Data Sheets are subject to change without notice. Visit se.laticrete.com 

 

: 
 

 
 

mailto:enquiry@laticrete.com.sg
mailto:enquiry@laticrete.com.sg
http://se.laticrete.com/

